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NEW PARTITION

EXISTING PARTITION TO REMAIN

NEW MILLWORK

NEW DOOR, REFER TO DOOR 
SCHEDULE

DENOTES DOOR NUMBER

AREA NOT IN SCOPE OF WORK

DENOTES PARTITION TYPE

EXISTING DOOR TO REMAIN

X

SEMI RECESSED FIRE 
EXTINGUSHER LOCATION
LARSEN ARCHITECTURAL SERIES, 
VERTICAL DUO DOOR, STAINLESS 
STEEL FINISH, ROLLED EDGE

RECESSED FIRE EXTINGUSHER 
LOCATION, LARSEN 
ARCHITECTURAL SERIES, FULL 
PANEL CLEAR ACRYLIC, STEEL 
TRIM & DOOR WITH 5/16"  FLAT 
TRIM FULLY RECESSED. MODEL 
No (2409-R2)

CENTER OF CONFERENCE ROOM 
FOR LAYOUT

RECESSED AUTOMATED 
EXTERNAL
DEFIBRILLATOR LOCATION, J.L 
INDUSTRIES1400 SERIES, ACRYLIC 
VIEW DOOR, STEEL WHITE 
POWDER-COAT TRIM & DOOR, 
FULLY RECESSED. MODEL No 
(JL1-1415F12) WITH ZINC-PLATED 
HANDLE; G.C. TO FURNISH & 
INSTALL CABINET. TENANT TO 
PROVIDE DEFIBRILLATOR.

1. CONTRACTOR SHALL LAY OUT PARTITIONS AS QUICKLY AS POSSIBLE.  LAYOUT TO BE APPROVED BY 
ARCHITECT BEFORE STUDS ARE INSTALLED.  LAYOUT SHALL INCLUDE ALL PARTITIONS, STOREFRONT 
MULLIONS, DOORS, TDE., DUCTWORK (ACTUAL DIMENSIONS) SOFFITS AND FLOATING CEILINGS. 
INCOMPLETE LAYOUT WILL NOT BE REVIEWED NOR CAN WORK COMMENCE PRIOR TO REVIEW.

2. ALL PARTITIONS ARE TYPE P1, UON.
3. ALL GLASS PARTITIONS ARE TYPE G1, UON.
4. ALL WALLS SHALL BE SPACKLED, TAPED, AND SANDED SMOOTH WITH NO VISIBLE JOINTS OR DEFECTS 

TO A LEVEL 4 FINISH U.N.O.
5. ALL EXTERIOR CORNERS OF GWB PARTITIONS SHALL HAVE METAL CORNER BEADS, UON.
6. ALL DIMENSIONS ARE FROM FACE OF FINISHED GWB, UON.
7. DIMENSIONS CALLED OUT AS "CLEAR" OR "HOLD" MUST BE MAINTAINED.  ANY DISCREPANCIES IN THESE 

DIMENSIONS SHALL BE BROUGHT TO THE ARCHITECT'S ATTENTION FOR RESOLUTION.
8. UON, PROVIDE RETURN AIR OPENINGS ABOVE CEILING IN PLENUM TO ROOMS WITH SLAB TO SLAB 

PARTITIONS ON ALL SIDES, AS INDICATED ON MECHANICAL PLAN.
9. PROVIDE DIAGONAL BRACING AT ALL HEADS OF DOORS & GLAZING, OPENINGS, ETC., IN ACCORDANCE 

WITH MANUFACTURER'S RECOMMENDATIONS.
10. PROVIDE FRT. WOOD BLOCKING OR SHEET METAL WHERE WALL-HUNG CABINETS, SHELVES, TVS, ETC. 

WILL BE INSTALLED.  
11. CONTRACTOR SHALL COORDINATE, SPACE, AND REVIEW SIZE AND LOCATION OF ALL PENETRATIONS.  

ALL PENETRATIONS SHALL BE PROPERLY SEALED ACCORDING TO APPLICABLE CODES.
12. WHERE PARTITIONS MEET MULLIONS, THEY ARE TO BE CENTERED ON MULLIONS AND CAULKED.  SEE 

DETAILS.
13. ALL FIRE EXTINGUISHERS, AUDIO DEVICES, AND VISUAL ALARMS ARE TO BE ALIGNED AND STACKED 

VERTICALLY ON WALLS.
14. ALL EXISTING GWB PARTITIONS ARE TO BE REPAIRED AS REQUIRED TO PROVIDE SMOOTH, TRUE, 

UNIFORM SURFACE READY FOR PAINT OR DESCRIBED FINISH. (EQUAL TO LEVEL 4 FINISH U.N.O.)
15. GC TO PROVIDE FOR EXPANSION JOINTS IN GWB PARTITIONS AS PER US GYPSUM ASSOCIATION 

RECOMMENDATIONS, AND AT PARTITIONS CROSSING BASE BUILDING EXPANSION JOINTS. JOINTS SHALL 
BE FLUSH TYPE, FINISHED TO COORDINATE WITH SPECIFIED PARTITION FINISH, AND SHALL 
ACCOMMODATE BASE BUILDING LATERAL MOVEMENT.

16. SET DOOR OPENINGS 2 1/2" CLEAR OF PERPENDICULAR WALL, TYP, UON.
17. ALL PARTITIONS ARE TO BE PARALLEL OR PERPENDICULAR TO EXTERIOR WALLS, UON.
18. CONTRACTOR SHALL RELOCATE ANY BASE BUILDING DEVICES AS REQUIRED TO ACCOMMODATE NEW 

CONSTRUCTION.
19. CONTRACTOR SHALL PATCH AND REPAIR ALL GYPSUM WALLBOARD THAT IS REMOVED TO INSTALL 

OUTLETS AND OTHER TENANT DEVICES ALONG THE PERIMETER AND CORE WALLS.
20. ALL MILLWORK ITEMS INCLUDING COUNTERTOPS, BASE CABINETS, AND WORK SURFACES SHALL 

COMPLY WITH ADA, UON.
21. ALL DOORS WITHOUT DOOR TAGS ARE EXISTING TO REMAIN OR NOT IN SCOPE.
22. CONTRACTOR TO INSTALL IMPACT RESISTANT GWB IN ALL CORRIDORS.
23. CONTRACTOR TO PROVIDE MUD IN ACCESS DOORS AT ALL REQUIRED LOCATIONS
24. EXISTING FIREPROOFING SHALL BE MAINTAINED AND REPAIRED TO MAINTAIN FIRE RATING.  

CONTRACTOR TO SURVEY SITE PRIOR TO BID AND ALLOW FOR NEW FIREPROOFING AS REQUIRED.  
FIREPROOFING TO MATCH BASE BUILDING STANDARD AND CONTRACTOR TO SUBMIT TO LANDLORD AND 
ARCHITECT FOR APPROVAL.

25. ALL WALLS TO RECEIVE LEVEL 4 FINISH U.N.O.
26. CONTRACTOR SHALL PROVIDE FIRE EXTINGUISHER CABINETS AND FIRE EXTINGUISHERS AS REQUIRED 

NOT TO EXCEED 75'-0" TRAVEL DISTANCE, SEE PLANS FOR LOCATIONS. 
27. CONTRACTOR SHALL PROVIDE ADA COMPLIANT SIGNAGE AT RESTROOMS U.N.O
28. CONTRACTOR TO PROVIDE LITOKOL OR LATICRETE WATERPROOFING AT ALL WET LOCATIONS, 

INCLUDING BUT NOT LIMITED TO KITCHENS, PANTRIES, COFFEE STATIONS AND RESTROOMS.  
WATERPROOFING TO BE INSTALLED IN ACCORDANCE WITH MANUFACTURER'S INSTRUCTIONS.  
MEMBRANE SHALL COVE UP WALLS AND ALL PIPE PENETRATIONS THROUGH THE FLOOR LOCATED 
INSIDE WALLS SHALL BE SEALED WATER TIGHT.
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"Professional Certification.
I certify that these documents were prepared or apprvoed by me, and that I 

am a duly licensed architect under the laws of the State of Maryland, 
license number 16460, expirationd ate 02.07.2023."

By: Marcus A. Cross  |  Alliance Architecture of Maryland, P.C.
Date: 06/03/2022
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FIRST FLOOR
PARTITION PLAN

NETOGRAPHY

A1101

410 SEVERN AVE
ANNAPOLIS, MD 21403

DATE:  06.30.2022
SCALE:  As indicated
DRAWN BY:  Author
CHECKED BY:  Checker
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ISSUE FOR PERMIT 6.30.2022
PARTITION PLAN SYMBOLS LEGEND

KEYNOTES
1 UNDER COUNTER FIRE EXTINGUISHER PROVIDED BY GC.
2 REPAIR ALL EXISTING WALLS FOR DEMO OF PARTITIONS AND FIXTURES IN RESTROOMS

SCALE:   3/16" = 1'-0"1 1ST FLOOR PARTITION PLAN
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REVISIONS
NO. DESCRIPTION DATE

FOR 
SUBLEASEFLOOR PLAN - SUITE 109-112


